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LUBRICATION  Grease Handling Equipment

TECHNICAL DATA
Ratio 50:1

Working pressure 5 – 8 bar
Air Consumption ltr./min. 120 ltr./min.

Grease output 800g per minute
Air inlet connection 1⁄4” NPT quick plug

Grease outlet 1⁄4” male

Optional trolley

All components are available 
separatley, see page 87 & 88 

50:1 Air-Operated Grease Pump Kits
J1700512 - for 12.5kg kegs 
J1700513 - for 18kg kegs 
J1700524 - for 50kg kegs

There are three grease pump kits available, the J1700512 suitable for use 
with standard UK size 12.5kg kegs, the J1700513 suitable for use with 
18kg kegs, and the J1700524, which is suitable for use with standard 
UK size 50kg kegs. All of these robust, efficient, trouble free units are 
supplied complete with pump, lid, follower plate, 4mtr of hose ‘z’ swivel, 
and grease delivery gun. A wheel-mounted trolley is available as an 
optional extra, part No J1708001.

FEATURES:

■  Precision machined to ensure stability and long life
■   Supplied complete with: - 4 mtrs hose; booster gun; ‘z’ swivel; lid; 

follower plate and pump
■  360 deg ‘z’ swivel for easy access
■  Optional trolley available part no J1708001
■  Grease output 800g per minute
■  Grease suitable for NLGI00 to NLGI2
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