omurvorur og
fylgihlutir
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Efnisyfirlit Bls.
Adblue fyrir bila og vinnuvélar 31 Oliudeelur og fylgihlutil 170-185
Bremsuvokvar og bremsufeiti 81-83 Oliuhreinsir 86
Compressor Oil 46 Vacuum olia 65 Oliustadlar 186-190
Demparaolia 69
DPF Hvarfakutshreinsir 92 Perma smurhylki og fylgihlutir 162-168
Efnavorur Interflon 100-104
Fituhreinsir 84 Red Rubber Grease 105
Fleygafeiti 117-114 Ryodeydandi hreinsiefni 98
Fluid Film 124 Rydolia Meg-A-Loose 124
Frostlogur 75-80 Ruduvokyi 87
Girkassabeetiefni 100
Girolia 10W , 30w, 80W 45-46
Girolia Castol BM320 123 Samsetningarfeiti Castrol - Interflon 105,116
Girolia Drattarvélar f/blautbremsur 32-35 Sea foam Spissahreinsir og fle 93
Girolia Félksbilar og fl. 75W - 75W/140 36-41 Sjalfskiptingar vidgerdarefni 54
Girolia Félksbilar og fl. 80W - 80W/90 42-43 Sjalfskiptivokvar 47-56
Girolia Foélksbilar og fl. 85W - 85W/140 44 Skrafupressuolie 60,64,66,67
Girolia Matveela 119-12Q Skurdarolia 80
Girolia Total EP 68-680 121 Slatturvélarolia SAE @ 74
Girolia Total SH 150-1000 122 Sledaolia MS2-MS220 68
Girolia Total XEP 220-680 123
Girolia byrlur 118
Glussi HD10v 58 Smurkerfi Lincoln Afyllistatar 132-133
Glussi 15-22 59
Glussi 32 59-61 Smurkefri Lincoln Centro Matic 134
Glussi 46 62-64
Glussi 68 65-67 Smurkerfi Lincoln Deilar (Smurdeilar) 131-132
Glussi 100-460 67-68
Glussi Hitachi 69 Smurkerfi Lincoln Deaelur P203 125
Hahita Koppafeiti 115 Smurkerfi Lincoln Daelur varahlutir P203 126-130
Hreinsiefni Interflor 100-104 Smurkerfi Lincoln Deelur P311 129
Hreinsiefni Valvoline 90-93 Smurkerfi Lincoln Daelur P401 129
Haedarmeelir fyrir oliutunnur 0-210Itr 46,170 Smurkerfi Lincoln Daelur P502 130
Innspytingahreinsir 90
Kedjuolia 124
Koparfeiti K2 - Valvoline 116
Koppafeiti Castrol 103-10§ Smurkerfi Lincoln Nipplar 4mm 144-145
Koppafeiti Interflon 114-114 Smurkerfi Lincoln Nipplar 5mm  3/16 146
Koppafeiti Mega LAB 116 Smurkerfi Lincoln Nipplar 6mm 135-141
Koppafeiti Total 107-113 Smurkerfi Lincoln Nipplar 11,3mm 147
Koppafeiti Valvoline 106

Smurkerfi Lincoln Nipplar Quick 142-143

Loftpressuolie 69 Smurkerfi Lincoln Nipplar Rydfriir 148-150
Loftverkfeeraolia 69
Matveelafeiti 112-115
Mjolkurdeeluolia 68 Vacuum olia 58
Motip Efnavérur ymiskonar 94-96
Métaolia fyrir steypumot 73 Smurkoppar 151-154
Motorhjolaoliur og feiti 70-73 Smurkdnnur 160
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Efnisyfirlit

Smurolia Drattarvélar 10W/30 S.T.O.U 29 Tectyl, Undirvagns sprey 88-89
Smurolia Dréttarvélar 10W/40 S.T.O.U 30 Tjakkaolia 64
Smurolia Dréttarvélar 15W/40 S.T.O.U 31 Tj6ruhreinsir 85

Trektar 161
Smurolia Flugvélar 15W/50 28 Tunnudeela 12V 31

Tarbinuolia 63
Smurolia Folksbilar OW/16 9 Tvigengisoliur 74
Smurolia Folksbilar OW/20 9-12| Utanbordsmaotorsoliur 74
Smurolia Folksbilar OW/30 13-15
Smurolia Folksbilar 0W/40 15 WD-40 Efnavort 97-98
Smurolia Folksbilar 5W/20 16-17
Smurolia Folksbilar 5W/30 1-6
Smurolia Folksbilar 5W/40 17-18
Smurolia Folksbilar 5W/50 19
Smurolia Folksbilar 10W/40 7-8
Smurolia Folksbilar 10W/60 19
Smurolia Folksbilar 15W/50 18
Smurolia Folksbilar 20W/50 19
Smurolia Vérub. og vinnuvél 5W/30 20-21
Smurolia Voérub. og vinnuvél 5W/40 21
Smurolia Vérub. og vinnuvél 10W/30 22-23
Smurolia Voérub. og vinnuvél 10W/40 23-25
Smurolia Vérub. og vinnuvél 15W/40 25-28
Smurpallur fyrir 210Itr oliur 183
Smurskammtarabo 169
Smursprautur, stitar og nalar 155-16(
Styrisvokvar og vidgerdaref 57-58
Sveppahreinsir i disel kerfi 92,98
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—_— Smurolia - Félksbili 5W/30 C2 Full synthetic
/ ~ Heiti Vérunamer
S &8 HYBRID
~” HYBRID C2 5W-30 1 LTR 044 908822
HYBRID C2 5W-30 5 LTR 044 908823
HYBRID C2 5W-30 20 LTR 044 892445

Performance levels

| ACEA: C2
API: SP
APl SN
P il Smurolia - Folksbili 5W/30 C3 Full synthetic
/ ‘ Heiti Vérunimer
| V N HYBRID
— HYBRID C35W-30 1 LTR 044 908824
T
— HYBRID C3 5W-305LTR 044 908825

ACEA C3

Performance levels

API SP

API SN

MB-229.31

MB-229.51

Valvoline.

Smurolia - Félksbil:
)

5W/30 C3
Heiti

Full synthetic
Vérunamer

5 Itr

Smurolia 5W-30 Restore & Protect

102 VALV904566

Olian er hagaeda smurolia fyrir bensinvélar.

Sérstaklega snidin ad mikid eknum bilum. Inniheldur
Active Clean sem hreinsar Gtfellingar og kemur i veg fyrir
uppsofnun 6hreininda innanvert i vélinr

Approvals and Licenses: SAE 5W-30
AP| SP X
ILSALC GF-6A X
AP SN with SN PLUS X
API Resource Conserving X
Meet and Recommended Applications: SAE 5W-30
Ford W55-M2C961-A1 X
Chrysler M5-6395 X
Typical Properties: SAE 5W-30
KN100 (c5t) 10.8
ENVAD (c5t) 64
Viscosity Index 161
Density @ 15 °C kg/m? 0.852
CCS [cP @ °C) <6200@ -30
Pour Point (*C) <f=-36
Zinc (ppm) 850
Phosphorous (ppm) T70
Noack (% loss) <15.0

1
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— Smurolia - Félksbils

[ ¥ )

Valvaoline.

7

5/30 Olia longlife  Full synthetic
Heiti Vérunamer
Full synthetic
SYNPOWER XL-Ill C35W-30 1 LTR 044 907818
SYNPOWER XL-1ll C35W-305LTR 044 908760
SYNPOWER XL-IlIl C3 5W-30 20 LTR 044 872376
SYNPOWER XL-IIl C3 5W-30 208 LTR044 872796

Approvals & Specifications

ACEA C3

APl SN

BMW LL-04

MB-229.31

MB-Approval 229.51

Porsche C30

Recommended for use where Fiat 9.55535-83
is specified (Fiat petrol engines only)

VW 50400/50700*

VW TL 52195

* can be used where VW 50101, 50200, 50301,
50500, 50300, 50600, 50601 are specified.

Valvoline.
= 7

Valvaoline

SYNTHETIC
ALL-CLIMATE c2ca

SW-30
ENGINE 01

@i é

5/30 Olia fyrir bila sem ekki eru i abyrgd

5/30 Olia longlife  Full synthetic
Heiti Vorunimer

Full synthetic
ALL-CLIMATE C2/C35W/30 1LTR 044 908803
ALL-CLIMATE C2/C35W/305LTR 044 908804
ALL-CLIMATE C2/C3 5W/30 208 LTR 044 881923

Performance levels

ACEA C2,C3
AP| SP
MB-229.31

Suitable for engines with Diesel Particle Filter
(DPF), Gasoline Catalytic Converter systems
(GCC) or Three Way Catalytic Converter
(TWC) where ACEA C2 or C3 specification is
prescribed, such as Toyota, Hyundai, Kia,
MNissan, etc.

— Smurolia - Félksbil:

Valvaoline.

MAXLIFE
5W-30
)
8

=

5/30 Olia Full synthetic
Heiti Vorunimer
MAXLIFE 5W-30 1 LTR 044 908758
MAXLIFE 5W-30 5 LTR 044 908784

Fyrir benzin og disel bifreidar.

Perfoermance levels
ACEA A3/B3, A3/B4

MB-229.3

VW 50200/50500

2
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o Smurolia - Folksbil: 5W/30 FE
g v | Heuiti Vorunimer
Valvoline.
g SYNPOWER FE 5W-301 L 044 907849
SYNPOWER FE 5W-305 L 044 908767
SYNPOWER FE 5W-30 044 872553

OEM Approvals

Ford WSS-M2C913-D (A, B, C)
Jaguar LandRover STJLR.03.5003
Renault RMOT00

ACEA A5/ BS

API SL

Meets the requirements of VIWC 530

W )

Valvaline.
/

5W/30 MST
Heiti Vorunimer
SynPower MST C3 5W/30 1 LTR 044 907855
SynPower MST C3 5W/30 5 LTR 044 908792

BMW LL-04
MB-Approval 229.31
MB-Approval 229.51
MB-Approval 229.52
ACEA C2, C3

AP| SP

Opel/Vauxhall OV 0401547-G30, -D30

Recommended for use where
MW 50500/50501 is specified

5W/30 C4 Full synthetic
v | Heiti Voérunlimer
Valvoline.
e SynPower MST C4 5W-30 1 LTR 044 907856
SynPower MST C4 5W-305 LTR 044 908775
SynPower MST C4 5W-30 20 | 044 872772
ACEA C4
MB-Approval 226.51
Meets requirements of some models of:
MNissan*
Suzuki*
Recommended for use where Fiat 9.55535-54
is specified
Renault RNO720
* check owners manual before use
P il Smurolia - Félksbil: 5W/30 C3 RNO
Heiti Voérunimer

Valvoline.

S

-

e

i 4

Valvoline [

SNPOHERTHA
5W-30

@&
B

Smurolia 5W-30 SynPower RNO C3 1L044 907863

Approvals & Specifications
MB-Approval 226.52
Renault RN-17
ACEA C3

API: SN
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Smurolia - Folksbil: 5W/30 SXI
Heuiti Vorunamer
Smurolia 5W-30 Evolution 900 SXR 213888
1 Ltr
Smurolia 5W-30 Evolution 900 SXR 213894
5 Ltr
Smurolia 5W-30 Evolution 900 SXR 194782
208 Ltr
PERFORMANCES
International specifications ACEA : A5/BS
API: SL/ICF
OEMs specifications RENAULT RNO700(except 2.0 16V Renault Sport, 2.0 T Renault Sport, V6 Renault Sport)
FORD WSS-M2C913-D (back-compatible FORD WSS-M2C913-C)
JAGUAR STJLR 03.5003
Smurolia - Félksbilar med Diselvélar 5W/30 C4 Full-Tech FE
Fyrir bifeidar med sétagnasiur.  Heiti Vérunimer

Smurolia 5W-30 Evolution Full-Tech 213933
1ltr Full-Tech FE

Smurolia 5W-30 Evolution Full-Tech 213935
5ltr Full-Tech FE

Smurolia 5W-30 Evolution Full-Tech 194811
208 Itr Full-Tech FE

PERFORMANCES

International specifications ACEA : C4, level of perffarmance C3
OEMs approvals RENALLT RNOT20
MERCEDES-BEMNZ MB-Approval 226 .51

Smurolia - Folksbili 5W/30 C3 R-Tech Elite
Bensin og Disel vélar Heiti Vorunumer

Smurolia 5W/30 Evolution R-Tech 217612
1ltr R-Tech Elite

Smurolia 5W/30 Evolution R-Tech 217610
5 ltr

Smurolia 5W/30 Evolution R-Tech 217578
208 Itr

ACEA C3,C2, RENAULT RN17, RN 0700, R
MB-Approval 226.52

5W/30 C1
Heiti Vorunimer

= \
n l\ Smurolia 5W/30 Quartz Ineo C1 214104

JAGUAR LAND ROVER : STJLR.03.5005

Meets the requirements of FORD WSS-M2C934-B and
WSS-M2C934-A




@ Kemi

SOULSEN

o ToTAL

Smurolia - Folksbil:

5W/30 Longlife C3

Bensin og disel vélar Heiti Vorunumer
Smurolia 5W-30 Quartz Ineo Longlife 213818
1 ltr
Smurolia 5W-30 Quartz Ineo Longlife 213819
5 Itr
Smurolia 5W-30 Quartz Ineo Longlife 181710
20 Itr
Smurolia 5W-30 Quartz Ineo Longlife 180858
208 Itr
s ACEACS e VW 504.00/507.00
e« APl SN/CF e BMWLL-04
e MB-Approval 229.51
ﬂ « PORSCHE C30
P e Isuzu Recommended Lubricant (2020)
o Smurolia - Folksbil; 5W/30 C2
ToTAL . . . " .
Bensin og disel vélar Heiti Voérunumer
Smurolia 5W-30 Quartz Ineo E 213683
5 Itr
Smurolia 5W-30 Quartz Ineo E 151260
208 ltr
« ACEAC2
< PSAB712290
« Meets the requirements of:
FIAT 9.55535-51
IVECO 18-1811 SC1
“ Suitable for TOYOTA.
o ToTAL Smurolia - Folksbil: N 5W/30
Bensin og disel vélar Heiti Vorunamer
Smurolia 5W-30 Quartz 9000 NFC 213777
1ltr
Smurolia 5W-30 Quartz 9000 NFC 213835
51tr
Smurolia 5W-30 Quartz 9000 NFC 213776

208 ltr

INTERNATIONAL STANDARDS

LIGHT VEHICLE RANGE desdind
GASOLINE & DIESEL ENGINE OIL o APISL/CF

SAE 5W-30

ADVANCED SYNTHETIC TECHNOLOGY MANUFACTURER APPROVALS '

FUEL ECONOMY < FORD WSS-M2C913-D (backward compatible

WSS-M2C913-C, WSS-M2C913-B)
< JAGUAR LAND ROVER STJLR.03.5003

. RENAULT RNO700

> Suitable for applications requiring FIAT 9.55535-

G1 specification

> Suitable for applications requiring FIAT 9.55535-

N1 specification

= 0@

Please refer to car owner's manual
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o ToTAL Smurolia - Folksbil: 5W/30 C2,C3
(! Heiti Vorunimer
, e
w Smurolia 5W-30 Quartz Ineo MDC 214030
1ltr
- ACEACZA&C3 Smurolia 5W-30 Quartz Ineo MDC 214031
- API SNICF 5 ltr

MERCEDES-BENZ: MB-Approval 229.52
GENERAL MOTORS: Official dexos2™ license:

Official Dexos 2™ license: GB2F0312070
Meets the latest technical requirements of GM
engines (Opel, Vauxhall, Chevrolet).

OPEL / VAUXHALL OV0401547
HYUNDAI - KIA:
Meets the requirements of Hyundai Kia

o Smurolia - Folksbili
ToTAL

Peugeot , Opel, Citroen.

(PSA)

5W/30

Heiti Vorunimer

Smurolia 5W-30 Quartz Ineo RCP 5L 231089

=}

LIGHT VEHICLE RANGE
GASOLINE & DIESEL ENGINE OIL

SAE 5W-30

ADVANCED SYNTHETIC TECHNOLOGY
LOW SAPS

Ineoc

INTERNATIONAL STANDARDS

< ACEAC3
> API SN Plus

MANUFACTURER APPROVALS '

> Stellantis FPW9.55535/03
¢ PSAB712290

Smurolia - Félksbil:

\?v )

Valvaline.

Peugeot , Opel, Citroen.

5W/30 STL

Heiti Vorunumer

Smurolia 5W-30 SynPower STL C3 1L 044 914538
1 ltr

Smurolia 5W-30 SynPower STL C3 5L 044 914537
5 Itr

Performance levels

ACEA C3

API SP

Stellantis FPW9.55535/03 (Approval
in Process)

Applications

+ Specially developed to meet the performance
requirements of Stellantis FPW9.55535/03, for
use in gasoline and diesel engines across
Stellantis brands including Peugeot, Citroén, DS,
Qpel, Fiat, Jeep, and others.

Recommended for engines such as the 1.2L
PureTech and 1.5L BlueHDi (DV5R) produced
before February 2023.

Compatible with engines requiring PSA B71
2290 and BT1 2297 specifications, including
applications in hot climate markets.

Suitable for wvehicles equipped with Diesel
Particulate Filters (DPF), Gasoline Particulate
Filters (GPF), Selective Catalytic Reduction
(SCR), and three-way catalytic converters
(TWC).

Check owner's manual.

6
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— Smurolia - Folksbil: 10W/40

/ Heuiti Vorunimer
'a

Valvaoline. PART SYNTHETIC DURABLEND

~ ALL-CLIMATE 10W/40 1 LTR 044 908776
7 ALL-CLIMATE 10W/405 LTR 044 908778
ALL-CLIMATE 10W/40 20 LTR 044 872777

ALL-CLIMATE 10W/40 208 LTR 044 798339

ACEA A3B4

APl: SN, SM, SLY CF

MB-229.3/ 226.5

PSA B71 2300

Renault RNOYOO/ O710

VAW 50200/50500

Recommended for use where Fiat
9.55535.D2 and G2 is specified.

/ — Smurolia - Folksbil: 10W/40
f Heiti Vorunuamer
\ M ) SYNTHETIC TECHNOLOGY
~ ‘ MAXLIFE SAE 10W/40 1 LTR 044 908748
MAXLIFE SAE 10W/40 5 LTR 044 908750
MAXLIFE SAE 10W/40 20 LTR 044 872328

Performance levels
ACEA A3/B3, A3/B4
AP SM, SN/CF

MB 229.3

PSA BY1 2300
Renault RNO7T00/ 0710
Fyrir mikid ekna bila. VW 50200/50500

Recommended for use where Fiat 9.55535-D2
is specified
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Smurolia - Folkshbil: 10W/40
Heiti Vorunamer
Semi- synthetics
Smurolia 10W/40 Evolution 700 ¢ 214125
1ltr
Smurolia 10W/40 Evolution 700 ¢ 214124
5 ltr
Smurolia 10W/40 Evolution 700 ¢ 201543
20 ltr
Smurolia 10W/40 Evolution 700 ¢ 201542
208 Itr

PERFORMANCES

International specifications

OEMs approvals

ACEA : A3/B4

APl : SNICF

VOLKSVAGEN VW 501.01 /7 505.00
MERCEDES BENZ MB-Approval 229.1
RENAULT RNO700/0710

Meets the requirements of : FIAT 9.55535-G2

Smurolia - Folksbili
ToTAL . . .
Bensin og disel vélar

10W/40
Heiti

Vorunimer

Smurolia 10w-40 Quartz 7000 C1
5 ltr

ACEA A3/B4

API SN/CF

APPROVED BY:

PSA B71 2300 (backward compatible
PSA B71 2294)

MEB-Approval 229.3

VW 501.01/505.00

RENAULT RN 0700/0710

MEET THE REQUIREMENTS:

FIAT 9.55535-G2

214109

P Smurolia - Fyrir fornbila.
‘REVIVAL)

SAE 10w/40
Fyrir fornbila

10W/40
Heiti

Vorunumer

CLASSIC OLIA M/ ZDDP 10W/40
Zink innhald 2200 ppm

311 V67SL-5

HEIT

VORUNUMER

Uppsogsmottur alhlida 50x40cm
100 stk i kassa. Graar

Uppsogsmottur efnavoru 50x40cr
100 stk i kassa. Gular

066 SAPO1

CPRM100-80

8
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o Smurolia fyrir folksbilz ow/16
ToTAL . . N ,
Bensin Heuiti Vorunumer

'/f;,

Smurolia OW/16 Quartz 9000 X.F.XT 225560
5 Ltr

INTERNATIONAL STANDARDS

- API SP

S000 - ILSAC GF-6B
Xs=Aa
MANUFACTURER APPROVALS"

GASOLINE ENGINE OIL

SAE OW-16
ADVANCED SYNTHETIC TECHNOLOGY

XTRA FUEL ECONOMY

<=
B - 7}
FUEL .
ECONOMY Frserme refer o Cow cweser s e

o Smurolia fyrir folksbila 0w/20
ToTAL , . N ,
Bensin Heiti Voérunumer

LIGHT VEHICLE RANGE

- Suitable for Toyota, Honda. Nissan. Mitsubishi

Smurolia 0W/20 Quartz 9000 223758
1 ltr Future GF-6

KEY DATA

LIGHT VEHICLE RANGE INTERNATIONAL STANDARDS
- API SP

- ILSAC GF-6A
S000

GASOLINE ENGINE OIL

SAE OvwW-20
ADVANCED SYNTHETIC TECHNOLOGY

FUEL ECONOMY

[
o Smurolia fyrir Mazda félksbila 0W/20
ToTAL . " .,
Bensin Heiti Vorunumer
Smurolia O0W/20 Mazda Original 216247

1ltr Supra-x

APl SN ILsac GF5

MAZDA Original Oil Supra X 0W-20 has been developed for SKYACTIV petrol engines.
This oil uses a synthetic lubricant of the latest technology, reduces fuel consumption and improves engine performance.

This MAZDA oil is suitable for Mazda SKYACTIV petrol engines, which recommend a viscosity of 0W-20.

APl SN ILsac GF5
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Smurolia fyrir félksbila ow/20
Heiti Vérunamer
™ Smurolia OW-20 Evolution R-tech 219227
Veirse 1ltr  Elite FE
<himpmel g Smurolia OW-20 Evolution R-tech 219231
e @ 5Itr  Elite FE
] 50 © renauLT
ACEA C5, RENAULT RN17 FE
o Smurolia fyrir folksbila 0w/20
ToTAL . . o .
Bensin og disel Heiti Voérunumer

KEY DATA

Smurolia OW/20 Quartz Ineo Xtra EC5 225943
1ltr

Smurolia OW/20 Quartz Ineo Xtra EC5 225944
5 Itr

LIGHT VEHICLE RANGE

PETROL & DIESEL ENGINE OIL

SAE 0W-20

ADVANCED SYNTHETIC TECHNOLOGY
LOW SAPS & XTRA FUEL ECONOMY

m‘,*',{ﬂ}é’;’“‘ EcoMoMY

INTERNATIONAL STANDARDS

ACEA C5
API SP (RC)
ILSAC GF-6A

MANUFACTURER APPROVALS?

MB-Approval 229.72 (backward compatible 229.71)
OPEL/NVAUXHALL OV0401547

FORD WSS-M2C947-B1

FORD WSS-M2C9862-A1

JAGUAR LAND ROVER STJLR 03.5006

VOLVO VCC RBS0-2AE

FIAT 9.55535-GSX (Meets the requirements of)
Chrysler MS-12145 (Meets the requirements of)

! Pleacrse refer 1o car owner's manual

o ToTay Smurolia fyrir félksbila

ACEA C6,C5 APISP (RC) ILSAC GF-6A

0W/20

Heiti Vorunamer

Smurolia OW/20 Quartz Ineo EC6 228343
1ltr

Smurolia OW/20 Quartz Ineo EC6 228344
51tr

Smurolia OW/20 Quartz Ineo X EC6 228338
208 Itr

ASTON MARTIN Twin Turbo V12 engines (AE31, AE34) Service fill approved
Ford WSS-M2C-947-B1, Ford WSS-M2C-962-Al, Jaguar Land Rover STJLR.03.5006
MB-APPROVAL 229.72 (Retro-compatible 229.71) Opel/Vauxhall OV0401547 - A20

Volvo VCC RBS0-2AE, Meets the requireme

nt of Chrysler MS-12145

Meets the requirement of : FIAT 9.55535-GSX, Backward compatible : MB-229.71

10




-~
.
1' ')

-

o Smurolia fyrir folksbila
ToTAaL . .
Bensin og Disel

LIGHT VEHICLE RANGE
N

GASOLINE AND DIESEL ENGINE OIL

SAE 0W-20
ADVANCED SYNTHETIC TECHNOLOGY
LOW SAPS & XTRA FUEL ECONOMY

= & @

0w/20
Heuiti Vorunimer

Smurolia OW/20 Quartz Ineo Xtra 226022
1ltr V-Drive

Smurolia 0W/20 Quartz Ineo Xtra 226025
5 ltr V-Drive

=1 A
KEY DATA

INTERNATIONAL STANDARDS

e ACEACS
e API SN/CF

MANUFACTURER APPROVALS'
e VOLVO VCC RBSO0-2AE

" Plerse refer to cr ownes's manu

o Smurolia fyrir folksbila
ToTAL . .
Bensin og disel

KEY DATA

0w/20
Heiti Vorunumer

Smurolia OW-20 Quartz Ineo Xtra FDE 228318
51tr

=@EEE

COMPATIBLE

LIGHT VEHICLE RANGE

GASOLINE AND DIESEL ENGINE OIL
SAE 0W-20

ADVANCED SYNTHETIC TECHNOLOGY
LOW SAPS & XTRA FUEL ECONOMY

INTERNATIONAL STANDARDS

ACEA C6,C5
< APISP

MANUFACTURER APPROVALS !

w dexosD™ (license number: DD2514DC070)
« MB-Approval 229.71
< Opel/Vauxhall OV 040 1547 - A20
« Ford WSS-M2C952-A1
Jaguar Land Rover STJLR 03.5006

Please refer to car owner's manual

11
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[ W )

Valvoline.

4

o Smurolia - Folksbil:

OW/20 OLIA Full synthetic
Heiti Vorunamer

SYNPOWER XL-IV C50W/20 1 LTR 044 907859
SYNPOWER XL-1V C5 0W/20 5 LTR 044 908806

Parsche C20
VW 50800/50900
Performance levels
ACEA C5
API: SN+, SN
VW TL 52577
— Smurolia - Félksbili OW/20 OLIA Full synthetic
Heiti Vorunamer
a'e
Valvaoline.
g SYNPOWER FE OW/20 1 LTR 044 907852
SYNPOWER FE OW/205 LTR 044 908770
ACEA C5
API SP
Volvo VCC RBS0-2AE
P i Smurolia - Folksbili 0wW/20 C5 Full synthetic
g \ Heiti Vorunimer
V N HYBRID
~—” HYBRID C5 0W-20 1 LTR 044 908820
J 0
HYBRID C5 0W-205 LTR 044 908821
HYBRID C5 0W-20 208| 044 897022
Approvals & Specifications
ACEA C5
APl SP
APl SN
MB-229.71
0wW/20 C6 Synthetic
Heiti Vorunamer

Valvoline

Smurolia OW-20 SynPower MST FE C6044 908835
5 Ltr

Approvals & Specifications
Dexos D (DD25BADB103)

Ford WSS-M2C952-A1

Jaguar Land Rover STJLR 03.5006

MB-Approval 229 TF1

OpelMNauxhall OW 040 1547 -A20

ACEA CB, C5

API SP, SN PLUS

ILSAC GF-6A

DM is specified

Recommended for use where Fiat 9.55535-
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SOULSEN

Smurolia - Folksbil:

4

\' &
' Valvaline.

>

0W/30 Olia
Heuiti Vorunimer

Smurolia OW-30 SynPower XL IIl C3 044 907858
1 ltr

Smurolia OW-30 SynPower XL Il C3 044 882242
5 Itr

Approvals & Specifications

BEMW LL-04
MB-Approval 229.52
WW 504 00/507 00
ACEA C3
MB-229.51
MB-229.31

Porsche C30

W !

Valvaline.
7

0W/30 Olia DT C2 Full synthetic
Heiti Vérunamer

SYNPOWER DT C2 OW/30 5 LTR 044 873950

Performance levels

ACEA C2

Fiat 9.55535 GS1

Ford WSS-M2C950-A

Jaguar/ Landrover STJLR 03.5007
Suitable for use in some models of:
Honda, Jeep, Mitsubishi, Subaru,
Suzuki, Toyota, * and where Fiat
9.55535.G5-1 is specified (Fiat petrol
engines anly).

* please consult owners manual before use

W )

Valvaline.

Valvaoline.

O0W/30 Olia Full synthetic
Heiti Vorunumer
SYNPOWER FE OW/30 1 LTR 044 907851
SYNPOWER FE OW/30 4 LTR 044 908769

Volvo & Ameriskir
Approvals & Specifications
BMW LL-O1FE
Volvo 95200377
ACEA A5/B5

ACEA A7/BT
API SP
MB-229.6
Renault RNO700

Smurolia - Félksbil:

v I
Valvaline. o

Performance levels

ACEA A5/BS

ACEA C2

API SP, SP-RC, SN PLUS

ILSAC GF-6A

Recommended for in-wamranty service fill
where Ford WSS-M2C950-A is required
Recommended for use by Valvoline where
Fiat 8.55535-GS1, DS1 or Iveco 1811 SCA1
LV-16 is required

0W/30 Olia
Heiti Vorunimer

Smurolia OW-30 SynPower MST FE C2044 907866
1 ltr

Smurolia OW-30 SynPower MST FE C2044 908840
5 ltr

BMW LL-12 FE
MB 229.61
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1'v »

Q Smurolia - Félksbil:
ToTAL

0W/30 Olia
Heuiti Vorunimer

Smurolia OW/30 Energy Quartz 9000 213686

5 Itr

TOTAL recommends use with:
ACEAAS | B4-08

BEMW LL-01
API SL/CF OPEL / SAAB GM-LL-A-025
ME 228.5 OPEL / SAAB GM-LL-B-025
VW 502.00 / 505.00 FIAT 9.55535-M2
VW 501.01, 500.00 FIAT 9.55535-N2
0W/30 Olia
Heiti Vorunamer

Full synthetic
SYNPOWER ENV C2 0W/30 1 LTR 044 907845
SYNPOWER ENV C2 OW/305LTR 044 908765

OEM Approvals

PSA B71 2312

Performance levels
ACEA C2

API 5P

PSA B71 2302

Recommended for use where Fiat 9.55535-

581, -D&1 is specified.

P ToTaL
QUARTZ

INEO

E 0W-30

LIGHT VEHICLE RANGE

GASOLINE & DIESEL ENGINE OIL

SAE OW-30

ADVANCED SYNTHETIC TECHNOLOGY
LOW SAPS & FUEL ECONOMY

'\?
PARTICULA ECONO“Y

0W/30 Olia
Heiti Vorunumer

Smurolia OW/30 Quartz Ineo First 213830
1ltr

Smurolia OW/30 Quartz Ineo First 213833
51tr

Smurolia OW/30 Quartz Ineo First 183135
208 Itr

KEY DATA

INTERNATIONAL STANDARDS
e ACEAC1

MANUFACTURER APPROVALS'

PSA B71 2312 & 2302
Meets the requirements of JAGUAR LAND ROVER
STJLR.03.5007

e Suitable for TOYOTA

"Please refer (o car ownes's manual
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Q Smurolia - Félksbil:
ToTAL

LIGHT WVEHICLE RANGE
= = o

— _—
- Q\' A

GASOLINE & DIESEL MOTOR OIL
SAE OW-30

SYNTHETIC TECHMNOLOGY

LOW SAPS

O0W/30 Olia
Heiti Voérunlimer
Smurolia OW/30 Quartz Ineo FDE 216186
1ltr
Smurolia OW/30 Quartz Ineo FDE 216187
51tr
Smurolia OW/30 Quartz Ineo FDE 211160
20 Itr

INTERMNATIONAL STANDARDS

- ACEA C2Z

MAMUFACTURER SPECIFICATIONS

- FORD: WSS-M2C950-A (Meets the reguirements)

Smurolia - Félksbil: OW/30 Olia
Heiti Vorunumer
\ Smurolia OW/30 Evolution 900 FT 213992
‘ Eveoffv‘:;’ 5 Itr VOLKSWAGEN : VW 502.00 / 505.00
°W3° = ACEA:A3/B4 RENAULT : RNO700 / RNO710
= API:SL/ICF ~
MERCEDES BENZ : MB-Approval 229.5
Q ToTAL Smurolia - Folksbil: 0W/30 Olia
Mazda Heiti Vorunumer

Smurolia OW/30 Mazda Original Supra 214209
1ltr Original Supra DPF

Q Smurolia - Folksbil:
ToTAL . .
Bensin og disel

o ASTON MARTIN: Approved for 4.0L TwinTurbo V8 &
6.0L V12 Naturally aspirated engines
MB-Approval 229.5

O0W/40 Olia

Heiti Vorunumer

Smurolia OW-40 Quartz 9000 Energy 213989
51tr

+ PORSCHE A40
+ VW 502005000 . EEF SAN?SJI?“
+ FORD WSS-M2C 937-A ¢
Smurolia - Félksbil: OW/40 Olia
v \ Heiti Vorunumer
Valvaoline.
— Smurolia OW-40 Synpower 044 11238

Approvals 8& Specifications

MB-SApproval 229.5

ACEA A3/B4

API SP

BMhA LL -0

Ford WSS-M2Z2C937 -4

MB-229.3

MB 226.5

Renault RMNOTOO/RMNOT10

WA 502 00505 00
Recommended for use where Fiat
9.55535. M2, N2 or Z2 are specified
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@@ Kemi | POULSEN
/ — Smurolia - Félksbilar og flei 5W/20 Olia  Full synthetic
/ " .
( v ) .| _ Heiti Vérunimer
Valvoline. | S
~” SYNPOWER FE 5W-20 1 Ltr 044 907850
SYNPOWER FE 5W-20 5 Ltr 044 908768
SYNPOWER FE 5W-20 20 Ltr 044 872557
Approvals & Specifications
ACEA C5
ACEA A1/B1
Mot recommended for Ford models: API SN Plus RC

* Ka from Aug. 2008 onwards (petrol)
* Focus ST (2004 -3th quarter) with 2.5 Duratec ST | Backwards compatible with Ford WSS-

(VIS) engine. (petrol) M2C913-B, C and WSS-M2C925-B
* Focus RS (2004 -3th quarter) with Duratec RS -
(VIS) engine (petral) b ILSAC GF-5

In warranty service fill where Ford WSS-
M2C948-A & B (petrol engines) are required

Jaguar Land Rover STJLR.03.5004

o Smurolia - Folksbil; 5W/20 Olia
ToTAL i .,
Heiti Vorunumer

Smurolia 5W-20 Quartz 9000 Ineo EcoB 213978
1ltr

Smurolia 5W-20 Quartz 9000 Ineo EcoB 213979
5 ltr

Smurolia 5W-20 Quartz 9000 Ineo EcoB 213857
208 Itr

KEY DATA

LIGHT VEHICLE RANGE INTERNATIONAL STANDARDS
e ACEACS
« APISN
9000
PETROL ENGINE OIL MANUFACTURER APPROVALS!

SAE 5W-20
SYNTHETIC TECHNOLOGY
FUEL ECONOMY

e Ford WSS-M2C-948-B
e Jaguar Land Rover STJLR.03.5004

Placse refer 1o car ownes's manusd

A Smurolia - Folksbil: 5W/20 Olia  Full synthetic
lR&NG Heiti Vorunimer

Smurolia 5W-20 Max 1 Advanced GF6 F0094530
5 Ltr

Specification

APl S

APl S Plus/ SN~

ILS.aAC GFEa,

ILs.aC GF-&6B8

ILS.aC GF-5-

Chrysker MS-5395

Ford WSS-MZCEEO-001

RN E RN NE]

Ford WSS-MZC0E1-001

Ford WSS-MZCHE2-001

AR ISR YRR EAY
LY EYEREREYL]

4

Ford WSS-M2CAsS-B1~
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@@ Kemi | POULSEN
Smurolia - Folksbil: 5W/20 Olia
Heuiti Vorunamer
Synthetic blend
MOTORCRAFT 5W/20 4,732 ltr 102 MC5205QT
ILSAC GF-5 WSS-M2C945-A

FORD,LINCOLN OR MERC

p—— Smurolia - Folksbilar og flei 5W/40 C3 Bensin og diselbilar

i’ v \ Heiti _ . Vorunamer
7 B ull synthetic

ALL-CLIMATE C35W/40 1L 044 872278

ALL-CLIMATE C3 5W/405 L 044 908742

ALL-CLIMATE C3 5W/40 208 LTR 044 872274

Performance levels
ACEA C3

APl: SM, SN/CF
BnMW LL-04
MB-226.5, 229.31
Ford WSS-M2C917-A
GM Dexos 2

FPorsche A40

Renault RNO700/0710
VW 50500 / 50501

o Smurolia - Folksbilar og flei 5W/40
ToTAL " .
Heiti Vorunamer
Smurolia 5W-40 Quartz 9000 229721
5 Ltr
Smurolia 5W-40 Quartz 9000 229730
208 Itr

KEY DATA
a S INTERNATIONAL STANDARDS

. ACEA A3/B4
< APISP/CF

LIGHT VEHICLE RANGE MANUFACTURER APPROVALS '
GASOLINE & DIESEL ENGINE OIL ¢ PSAB712296
SAE 5W-40 > RENAULT RN 0700/0710
ADVANCED SYNTHETIC TECHNOLOGY 3 MB-Approval 229.5
¢ VW 502.00/505.00
PORSCHE A40
BMW LL-01

Meets the requirements of CHRYSLER MS-12991

Meets the requirements of FIAT 9.55535-M2

Suitable for applications requiring FIAT 9.55535-N2
specfication

Suitable for applications requiring FIAT 9.55535-G2
specfication

Suitable for applications requiring FIAT 9.55535-Z2
specfication

Please refer 1o car owner's manual
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SOULSEN

o Smurolia - Folksbilar og flei
ToTAL

LIGHT VEHICLE RANGE

PETROL & DIESEL ENGINE OIL
SAE 5W-40

SYNTHETIC TECHNOLOGY
LOW SAPS

- -

5W/40

Heuiti Vorunimer

Smurolia 5W-40 Quartz Ineo C3 MC3 213101
208 Itr

KEY DATA

INTERNATIONAL STANDARDS

v ACEAC3
v API SNICF

MANUFACTURER APPROVALS*

MERCEDES-BENZ MB-Approval 229.51

VOLKSWAGEN : VW 502.00/ 505.01

PORSCHE A40

GENERAL MOTORS

Official dexos2™ license : meets the latest technical requirements
of GM engines (Opel, Vauxhall, Chevrolet)

Meets the requirements of FORD WSS-M2C 917-A

Meets the requirements of FIAT 9.55535-52

v Meets the requirements of FIAT 9.55535-GH2

e

<

<

o Smurolia - Folksbilar og flei
ToTAL

P ToTaL
QUARTZ

5W/40
Heiti Vérunimer
Smurolia 5W-40 Quartz Ineo C3 213789
1ltr
Smurolia 5W-40 Quartz Ineo C3 213790
5 ltr
LIGHT VEHICLE RANGE INTERNATIONAL STANDARDS
e ACEAC3
* APISN/CF

<

MANUFACTURER APPROVALS'
* MB-Approval 229.51

5 ltr

GASOLINE & DIESEL ENGINE OIL
* VW 505.00/505.01
iSS:;\gE?D SYNTHETIC TECHNOLOGY ;A e:?;iz?: Ei?:rgents of:
LOW SAPS & FUEL ECONOMY < Gk Bumoets :
* FIAT 9.55535-S2
ﬂ « FORD WSS-M2C917-A
PARTGERTE) | economy St A b
Smurolia - Félksbilar og flei 15W/50
Bensin og Disel bil Heiti Vorunumer
Smurolia 15W-50 Evolution 700 ST 213882

PERFORMANCES

Spécifications internationales ACEA : A3B4
APl : SNICF
Homologations constructeurs VOLKSWVAGEN

VW 501.01 £ 50500

MERCEDES BENZ  MB-Approval 2291

18




@@ Kemi | POULSEN
g— Smurolia - Folksbil; 5W/50 Olia RACING OLIA
Heiti Vorunumer
Valvaline.
: RACING VR1 SAE 5W/50 4 Ltr 044 908790
; Approvals & Specifications
N | AGEA AS/B4
e APl SL, SM
ny = Ford WSS-M2C-153E
. GM 6094M

20W/50 Olia RACING OLIA
Heuiti Vorunumer

RACING VR1 SAE 20W/50 1 LTR 044 908787
RACING VR1 SAE 20W/50 5 LTR 044 908788

Approvals & Specifications
o ACEA A3/B4
20W-50 API SL, SM

ENGINE OIL e
e _—
————1

Ford WSS-MZC-153
I GM 60940

10W/60 Olia RACING OLIA
Heiti Vorunumer

RACING VR1 SAE 10W/60 1 LTR 044 908785
RACING VR1 SAE 10W/605LTR 044 873339
ACEA A3/B4

APl SL, EM

Ford WSS-M2C-153E
Sh 60940

Recommendead for use where Fiat
9.55535 H3 is specified.

Heuiti Vorunumer

o Smurolia - Félksbilar- Fornbilar 20W/50 Olia
et '1':»
REVIVAL

CLASSIC OLIA M/ ZDDP 20W/50 311 V37S 20W/50
5ltr

Smurolia 20W-50 HTX Retro 2 209715
5 Itr Fyrir bila 1960-1980

SAE 20W/50

Fyrir fornbila




@@ Kemi | POULSEN
P Smurolia - Vorubila og vinnuvélar 5W/30 Full synthetic
/ \ Heiti Vérunamer
\ Full synthetic
e PRO-FLEET LS 5W/30 208 044 797004

0O.E.M. Approvals

Deutz DQC IV-18 LA
MAN M3677, M3775
MB-Approval 228.51, 228.52

Performance levels

ACEA E4, E6, E7, E9

AP|: CK-4

Caterpillar ECF-3

Cummins CES 20081, CES 20086
DAF*

Detroit DFS 93K218, K222

lveco 18-1804 TLS E6

MAMN M 3271, M3477

Mack EQ-O Premium Plus
Renault RLD-3

Scania LDF-4

Volvo VDS-4

MB-228.31
MTU Type 3.1, 2.1
Volo VDS-3

* Check owner's manual before use

Smurolia - Vorubila og vinnuvélar

5W/30 Full synthetic

Heiti Vorunumer

\?v )

Valvoline.

OEM Approvals
Cummins CES 20086
Deutz DQC W18 LA

DTFR 150120 (MB-228 52) DTFR 15G110
(MB-228.51)

Smurolia 5W-30 ProFleet LS Plus 20L 044 898927

ACEAETT, ES E8. ES, ET

AP CK-4, G-, Cl-g4+, Cl-4, CTH-4, SN
Caterpillar ECF-2, ECF-2

DAF PSQL 2.1E

DAaF PSQL 2 1E LD

DAF PSQL 2.4

DAF PSQL 2.4 LD

Detroit Diesel DDC 93K222 93K218
DTFR 15C100 (MB-228.31)

Ford WSS-M2C212-41

JASO DH-2, DH-1

Mack EC-MN

AN M3TT5S

Mack ECS-4.5 PMTU Type 3.1, Type 2.1
IWMAN M 3677 Renault W1 RLD-2
Renault VI RLD-3 ﬁo:th EJSS;S-_E oSS
; olwo , -
32%2%'5%’:_45 *Recommendead for Iveco trucks reqguiring ACEA

ES. ET. E9

Smurolia - Vérubila og vinnuvélar
ToTAL

5W/30

Heiti Vorunumer

INTERNATIONAL STANDARDS

ACEA E4,E6, E7,E8, E9, E11
API CK-4/CJ-4/Cl-4/CH-4

MEETS THE REQUIREMENTS OF
> MAN M 3477/M 3271-1
> DAF PSQL 2.1ELD
> Ford WSS-M2C213-A1

SUITABLE FOR
> FPT IVECO CATEGORY TLS E6

Smurolia 5W-30 Rubia Optima 3500FE 228208
5 Itr

Smurolia 5W-30 Rubia Optima 3500FE 228205
20 Itr

Smurolia 5W-30 Rubia Optima 3500FE 228206

208" MANUFACTURER APPROVALS

Mack EO0S-4.5

MAN M 3677/M 3777
DTFR 15C110

DTFR 15C120
Renault Trucks RLD-3
Scania LDF-4

Volvo VDS-4.5
Cummins CES 20086

20
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Smurolia - Vorubila og vinnuvélar 5W/30
Heiti Vérunamer
PETRONAS Smurolia 5W-30 Urania FE LS 719272H1EU

200 Itr

Specifications
- ACEAE4, EG, ET

Approvals

- VECO 18-1804 TLS E6 C.T.R. Nr I720.112
- Deutz DQC IV LA
- MAM M 3271-1/M 3477
- MTU Oil Category 3.1
Performance Level
- DAF Extended drain™
* DAF Rapido Service system required
Mack EO-N
MB 228.51
Renault ¥l RLD-2/RXD
Volvo WDS-3

PETROMNAS Urania FE LS 5W-30 is suitable for Euro v and Euro VI engines fitted with HI-eSCR system,
Commen Rail injection, particulate filter, variable geometry turbine and also for the latest CNG and LMG engines.
Its low SAPS formulation offers outstanding protection for the particulate filter against combustion residues, also
providing oil drain interval extension and improved Fuel Economy benefits.

Smurolia - Vérubila og vinnuvélar

Heiti Vérunimer
IVECO :
PETRONAS e Smurolia 5W-30 Urania Daily LS 715212H1EU
200 Itr

APPLICATION

Fully synthetic lubricant specifically formulated for IWVECO Daily engines and in particular for latest generation
engines (EURO V). Its "Low Saps” formula allows excellent protection of the pariculate filter (DPF) and has high
level Fuel Economy properties.

SPECIFICATIONS
SAE 5W-30, IVECO 18-1811 CLASSE SC1,CONTRACTUAL TECHNICAL REF. N°1510.D09
/ — Smurolia - Vorubila og vinnuvélar 5W/40
f v \ Heiti Voérunumer
t :
Valvaoline.
> 4

PREMIUM BLUE EXTREME 5W/40 20044 703679

0.E.M. Approvals

Performance levels

APl Cl4, Cl4 plus, CJ-4/ SM, SN
Caterpillar ECF-3

Chrysler MS 10902

Detroit Diesel 93K218/ 93K215
Global DHD-1

JASO DH-2

MAN M 3575

MB-228.3, 228.31 S
Volvo VDS-4 ‘
Mack EO-O Premium Plus

Renault RVI RLD-3

- =
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o Smurolia - Vorubila og vinnuvélar 10wW/30
ToTAL . .
Heiti Vorunamer

KEY DATA

Smurolia 10W-30 Rubia TIR 7900 FE 161408
208 Itr

I
ro=—ct oo

SPECIFICATIONS AND APPROVALS

International Specifications:
ACEA E7-04, ES
API CJ-4/CI-4 plus/Cl-4/CH-4/SM

Manufacturers’ Approvals:

Cummins CES 20081

Detroit Diesel DDC Power Guard 93K218
Mack EO-O Premium Plus

MAN M 3575

MB-Approval 228.31

Renault Trucks RLD-3

Volvo VDS-4

S G b . N O R

~__FUEL
_ECONOMY

O\‘i

LOW SAPS
PARTICULATE
. FILTER

Meets the Requirements of:
v' DAF
v" IVECO

Smurolia - Vérubila og vinnuvélar
ToTAL

10W/30

Heiti Vorunumer

Smurolia 10W-30 Rubia Optima 1100 FE 207848
20 Ltr

i

e REH EL B
|

I{(N»‘Lf," i JUCGE »\t ‘

-

SPECIFICATIONS AND APPROVALS

International specifications

Meets the requirements of

APl CK-4/CJ-4/Cl-4 plus/Cl-4/CH-4

ACEA ES/ET

Manufacturers’ approvals

Mack EOQ-5 4.5

Volvo VDS-4.5

Renault Trucks RLD-4
Cummins CES 20086
*Detroit Diesel DFS 93K222
*Ford WS5-M2C171-F1

R

APPLICATIONS

22
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Smurolia - Vorubila og vinnuvélar 10W/30 Semi-synthetic

’ 4

/ v ) Heuiti Vorunimer

Valvaoline.
ALL-FLEET SUPERIOR LE 10W/30 044 886581
20LTR
ALL-FLEET SUPERIOR LE 10W/30 044 886586
208 LTR

Performance levels

ACEA: ET7, E9

API: CK-4, Cl-4, Cl-4+, CH-4, CJ-4
Caterpillar ECF-3

Cummins CES 20086, CES 20081
Detroit Diesel DFS 893K222, 93K218
Defroit Diesel PGOS (93K218)
Deutz DQC 11-10 LA, 11-10 LA
Ford WSS-M2C171-F1

JASO DH-1, DH-2

Mack EOQ-N Premium Plus

MAMN 3575

Renault RLD-4

Volvo VDS-4, VDS-3

0.E.M. Approvals

MB-Approval 228.31

Mack EOS-4.5

MTU Type 2.1

Renault RLD-3

Volvo VDS-4.5 (417-003-18-429)

— Smurolia - Vérubila og Langferdabilar 10W/40 Synthetic blend
\ Heiti Vorunumer

Valvoline.

Smurolia 10W-40 ProFleet LS Plus 044 901647

20 Itr
Smurolia 10W-40 ProFleet LS Plus 044 901646
208 Itr
Approvals & Specifications
ACEA EB,E7, E11
APl CK-4, CJ-4, Cl-4 PLUS, Cl-4, CH-4/SN
Caterpillar ECF-3, ECF-2
Cummins CES 20086, CES 20081
Daimler Truck DTFR 15C120 (MB 228.52)
Daimler Truck DTFR 15C110 (MB 228.51)
Daimler Truck DTFR 15C100 (MB 228.31)
7 Detroit Diesel DDC 93K222
Applications Deutz DQC IV-18 LA
JASO DH-2, DH-1
Suitable for all heavy-duty high performance Mack EOS-4.5
Euro diesel engines in trucks and buses as MAMN M3775
well as industrial vehicles, with Exhaust Gas MTU type 3.1, type 2.1
Recircqlalion (EGR), Selective Catglytic Renault RLD-3
Reduction (SCR) systems and Diesel -
Particulate Filters (DPF). Fulfills the Ultra Voith Class B
High-Performance Diesel (UHPD) Volvo VDS-4.5, VDS4, VDS-3
recommendations of major engine builders. *Check owner's manual before use
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o Smurolia - Vorubila og Langferdabilar 10wW/40 TIR 8600
ToTA . . L . o o
Disel vélar med tarbinu og &n Heiti Vorunamer

Smurolia 10W/40 Rubia TIR 8600 110800

208 Itr
ACEAET.E4 SCANIA LDF-3
APL CF VOITH 0il Class A
v APPROVED BY: Volvo VDS-3
: e T ~ MB-Approval 228.5 MEET THE REQUIREMENTS:
el ETE L o bl ;]' Amy MACK EO-M DAF
MAN M 3277 NECO

Renault Trucks RXD, RLD-2

o Smurolia - Vorubila og Langferdabilar 10W/40 TIR 8900
ToTAL . N ,
Heiti Vorunumer

!\ Smurolia 10W/40 Rubia TIR 8900 213694
¢ \4

5 Ltr

KEY DATA

=== =g

SPECIFICATIONS AND APPROVALS

International Specifications: Meets the Requirements of:
ACEA E6, E7Z, ES v MAN M 3477/M 3271-1
APl CJ-4/Cl-4/CH-4 v DAF

v IVECO TLS E9

Manufacturers’” Approvals: v Cummins CES 20081

Mack EO-O Premium Plus
MB-Approval 228.51
Renault Trucks RLD-3
Volvo vDS-4

Scania Low Ash

VAN S

o Smurolia - Vérubila og Langferdabilar 10W/40
ToTAaL o .,
Heiti Vorunumer

Smurolia 10W/40 rubia Optima 3100 228919

5 Itr

Smurolia 10W/40 rubia Optima 3100 228901
20 Itr

Smurolia 10W/40 rubia Optima 3100 228900
208 ltr

Ny

Synthetic technology low-SAPS lubricant, suitable for use in heavy-duty on road diesel and gas engines.

INTERNATIONAL STANDARDS MANUFACTURER APPROVALS
¢ ACEAES6,E7 E8,E9 E11 < MB-Approval 228.51
¢ API CK-4/CJ-4/Cl-4 plus/Cl-4/CH-4 ¢ MB-Approval 228.52
< Mack EO-S4.5
< Volvo VDS-4.5
¢ Renault Trucks RLD-3
< Cummins CES 20086

MEETS THE REQUIREMENTS OF SUITABLE FOR

< MAN M 3477/M 32711 < FPTIVECO CATEGORY TLS E9
< DAF < FPT IVECO CATEGORY TLS CK-4
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Q Smurolia - Vorubila og vinnuvélar 10W/40 Works 4000
ToTAL . o
Heiti Vorunamer

Smurolia 10W/40 Rubia Works 4000 211428

20 Itr
Smurolia 10W/40 Rubia Works 4000 211427
208 Itr
International specifications ACEA EQVET API CK-4/CJ-4/CI|-4+/CI|-4/CH-4/SN JASO DH-2
Manufacturers' approvals Meets the requirements of
¥ DEUTZ DQC 1II-10 LA v CATERPILLAR ECF-3/ECF-2/ECF-1a
¥ MTU Category 2.1 * IWVECO FPT TLS E9
¥ MB-Approval 228.31 N rorrel S0l s, L
¥ WOLVO VDS-4.5 Especially recommended in engines of ol o) * s
¥  MACKEO-S 45 machinery
¥ RENAULT VI RLD-3 ¥  KOMATSU
v CUMMINS CES 20086 ¥ HITACHI
v DETROIT DIESEL DFS 93K222 v JICB
¥ MAN M3775 v KOBELCO
¥ ISUZU Recommended Lubricant v eto.
(2020)
Smurolia - Vorubila og vinnuvélar 10W/40
Heiti Vorunumer
PETRONAS Smurolia 10W-40 Urania LD9 CK-4 71886RH1EU
20 Itr
Smurolia 10W-40 Urania LD9 CK-4 718862H1EU
200 Itr
Specifications Performance Level
= ACEAEN, E7 * DAF standard drain
=  APICK-4,CJ-4 * Mack EOS-4.5
Approvals + Renault VI RLD-3
« |WECO 18-1804 TLS CK4 C.T.R. 037.F21 * Volvo VDS-4.5
a [WECO 18-1804 TLS ES9
/ — Smurolia - Vorubila og vinnuvélar 15W/40 Semi-synthetic
Heiti Vorunumer

ALL-FLEET SUPERIOR 15W/40 LE 5 LTR 044 908817
ALL-FLEET SUPERIOR 15W/40 LE 20 LTR044 886248
ALL-FLEET SUPERIOR 15W/40 LE 208 LTR44 886247

Performance levels

ACEA E11, ES, ET

AP| CK-4, CJ4, Cl-4+, Cl-4, CH-4, SN
Caterpillar ECF-3, EFC-2

Cummins CES 20086, CES 20081
Detroit Diesel DFS 93K222, 93K218
Deutz DQC 1118 LA

Ford W S5-M2C171-F1

JASO DH-1, DH-2
DTFR 15C100 (MB-228.31) Mack EC-MN PP
MTU Type 2.1
Mack EOS 4.5 MAN M3575
Renault RLD-3 MAMN M3TT5
Volvo VDS4.5 Volvo VDS-4, WDS-3
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SOULSEN

Smurolia - Vorubila og vinnuvélar

-

0

SPECIFICATIONS AND APPROVALS

International Specifications:
ACEA E7
API CI-4/CH-4/SL

Manufacturers’ Approvals:

Cummins CES 20078

Mack EO-N

MB-Approval 228.3

Renault Trucks RLD-2

Volvo vDS-3

Isuzu Recommended Lubricant (2020)*
*For transfer case only

RN NESIN

15W/40
Heiti Vorunamer
Smurolia 15W-40 Rubia TIR 7400 213669
5 ltr
Smurolia 15W-40 Rubia TIR 7400 113430
20 ltr
Smurolia 15W-40 Rubia TIR 7400 113452
208 Itr

Meets the Requirements of:
CATERPILLAR ECF-1-a
IVECOT2E7

MAN M 3275

DAF

SCANIA

b T T Y

A Smurolia - Vérubila og vinnuvélar
IRVING
N

15W/40

Heiti Vorunumer

Smurolia 15W-40 IDO Premium Plus CK-4

18,9 Itr F0080540
Smurolia 15W-40 IDO Premium Plus CK-4

205 Itr FO075050
Specifications

Meeats Reqgquireaments Of: 15W-40 CH-4

APl G-, -4, Gl PLUS, Cl-4, CH-4 il

CAT ECF-3 ol

FORD WSS5-M2C171-F1 ol

Cummins CES 200886 "

Detrait Mesal DODC93IKIFE

MACK EOS-4.5

WOLWVO VDS 4.5

Renault Wi RLD-3

ACEA ET-16. ES-16

MB 228 31

MAM 3575

MAMN 3275

MTUW Category 2.1

Deutz DOQC 1I1-10 LA

JASO DH-Z2 MRO ({Meals resquirameants of )
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— Smurolia - Vorubila, bata og vinnuvélar 15W/40

/ Heuiti Vorunimer
'a
Valvaoline.
v ALL-FLEET EXTRA 15W/405 LTR 044 908842

ALL-FLEET EXTRA 15W/40 20 LTR 044 13706
ALL-FLEET EXTRA 15W/40 208 LTR 044 13718

15W-40

Cummins CES 20078
Deutz DQC IlII-18

DTFR 15B110 (MB 228.3)
Mack EO-N

MTU Type 2

Renault VI RLD-2

Volvo VDS-3

ACEA E7,.ES E3, E2

API Cl-4, CH-4, SL

Caterpillar ECF-2, ECF-1-a
Cummins CES 20077, CES 20076
Detroit Diesel DDC 93K215
Global DHD-1

MAMN M3275

Mack EQ-M P

Renault VI RLD

— Smurolia - Vorubila og vinnuvélar 15W/40

f ~ Heiti Vorunumer
s

Valvoline.
Smurolia 15W-40 Premium Blue 044 908739
Smurolia 15W-40 Premium Blue 20L 044 870235

Performance levels

ACEMAET

API Cl-4, CH-4, SL

Caterpillar ECF-2, ECF-1-a
Cummins CES 20077, CES 20076
Detroit Diesel DDC 93K215
Global DHD-1

Mack EO-M P

MAMN M 3275

Renault VI RLD

Cummins CES 20078
Deutz DQC 11I-18

DTFR 15B110 (MB 228.3)
Mack EO-M

MTU Type 2

Renault VI RLD-2

Volvo VDS-3
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@ Smurolia - Vorubila, bata og vinnuvélar 15W/40
TOTAL - i . .
Fyrir disel vélar. Heiti Vorunamer

Smurolia 15W-40 Rubia Optima 1100 207892
20 ltr

Smurolia 15W-40 Rubia EV3R LS 232929
208 Itr

bl ahambid il 1

Al ™.

KEY DATA

SPECIFICATIONS AND APPROVALS

International Specifications: Meets the Requirements of:
ACEA E7, E9 v DAF
APl CK-4/CJ-4/Cl-4 plus/Cl-4/CH-4/SN v' IVECO

Manufacturers’ Approvals:
MB-Approval 228.31
Mack EO-S 4.5

Volvo VDS-4.5

Renault Trucks RLD-3
Cummins CES 20086
Detroit Diesel DFS 93K222
Ford WSS-M2C171-F1

K NN SNNIN K

@ Smurolia fyrir flugvélar 15W/50
ToTAL iy o
Heiti Voérunumer

Smurolia 15W-50 Aero DM 224155
1ltr Fyrir flugvélar

SPECIFICATIONS

AERO DM 15W-50 meets the following specifications and technical instructions:

® SAE J-1899

® LYCOMING SI 1014M, S1 1409C, SB 446E, SB 471B
® CONTINENTAL MOTORS SIL16-2, M-0

® FAA AD 08-04-03.

#® French Air Force approved (n® 30330 STPA/MA).
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SOULSEN

e Smurolia - Drattarvélar
\ Motorolia og Girolia
\ Fyrir blautbremsur og fleira.

10W/30 S.T.O0.U

Heuiti Vorunimer

S.T.O.U. 10W/30 20 LTR 044 17006
S.T.0.U. 10W/30 208 LTR

ISO L-E/C/H

APl CF-4, CE/SF

APl GL-4

Allison C3, C4

Caterpillar TO-2

Ford M2C 1598, C

Ford M2C B6B, C, 134 D,

Ford NH 82009201, 2, 3

J.| Case/Case Int: MS-1204, 6. 7.9
CMNH MAT 3525, 3526

John Deere JDM J27, J20C, J20D
MF M1139, M1144, M1145

ZF TE-ML 06A, B, C. R, O7B

044 890745
044 890744

o ToTAL

Smurolia - Drattarvélar
Métorolia og Girolia
Fyrir blautbremsur og fleira.

o= = r=e p
(LT Y]

—

o

-l

SPECIFICATIONS AND APPROVALS

International Specifications:
ACEA E2

Engines: API CF-4/CE/SF
Transmissions: APl GL-4

Manufacturers’ Approvals:
v' Massey Ferguson CMS M 1145
v’ ZF TE-ML 06B/07B

oW

10W/30 S.T.O0.U

Heiti Vorunumer

Smurolia 10W-30 Multagri Super
20 Ltr

Smurolia 10W-30 Multagri Super
208 Ltr

110659

111811

v" AGRICULTURE
v’ STOU

Meets the requirements:

v' Engines: Ford M2C 159B1, Massey Ferguson CMS
M1139/M1144, John Deere JDM J27

v" Transmissions: John Deere JDM J20A/J20C, Ford M2C
86A/M2C 134D/FNHA 2C 201.00, Massey Ferguson CMS
M1127A/M1135/M1143

v" Automatic Transmissions: Caterpillar TO-2, Allison C4

Heuiti Vorunumer

Meelikonnur sett 5 stk 5ltr 066 JDL5SET

Meelikanna med loki 5 Itr 066 JDL5
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@@ Kemi | POULSEN
P ik Smurolia - Drattarvélar 10W/40 S.T.O.U
v ‘y Motorolia og Girolii Heiti Vorunumer
Valvoline. Fyrir blautbremsur og fleira.
‘ = S.T.0.U. 10W/40 20 LTR 044 881223
S.T.0.U. 10W/40 208 LTR 044 881222
APl: CF-4/SF
APl: GL-4
Allison C4

Ford M2C134 A, 158 B,159 C
FNH 82008203

Suitable for use in**: )
AGCO CVT John Deere J27
Claas CVT MF M1144, M1145
Fendt Vario ZF TE-ML 05K, 068, 06C, O7B, 07D
o ToTAL Sn,1uroI|,a - Drat,tar\,/elar -Vinnuvél: ) 10W/40 S.T.0.U o
Métorolia og Giroli: Heiti Vérunimer

Fyrir blautbremsur og fleira.

« 2 Smurolia 10W/40 Multagri Pro-tec 147626
20 Itr

Smurolia 10W/40 Multagri Pro-tec 147627
208 Itr

gq %. v AGRICULTURE
oY 0 O¥0o é%

o) v’ STOU

SPECIFICATIONS AND APPROVALS

International Specifications: Meets the requirements of:

ACEA E3 v" Engines: Ford M2C 159B3, Massey Ferguson CMS

Engines: APl CG-4/SF M1139/M1144, John Deere JDM J27

Transmissions: APl GL-4 v Transmissions: Case MS 1206/1207, John Deere JDM
J20A/J20C, Ford M2C 86A/M2C 134C/M2C 134D/FNHA

Manufacturers’ Approvals: 2C 201.00, Massey Ferguson CMS

v’ Massey Ferguson CMS M 1145 M1127A/M1135/M1143

v’ ZF TE-ML 06B/07B v" Automatic Transmissions: Caterpillar TO-2, Allison C4

’ Handpvottakrem fra Tub 0" Scrub
TUBO P Heuiti Vorunumer
SCRUB )

Handpvottakrem Tub O Scrub 1€ 102 TS18

Inniheldur Valhnetu skel
Fjarleegir oliu, feiti og pykkan skit &n vatns.

Inniheldur landlin, Aloe og Vitamin E
Nidurbrjotanlega formula sem stiflast ekki i nidurféllum.
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—_— Smurolia - Drattarvélar 15W/40 S.T.0.U
f v \ Motorolia og Girolii Heiti Vorunamer
e Fyrir blautbremsur og fleira.
e i S.T.O.U 15W/40 20 L 044 17046
S.T.O.U 15W/40 205 LTR 044 17058

Performance levels

APIl: CF-4, CE/SF
APIl: GL-4

Allison C3, C4
Caterpillar TO-2

Suitable for use in**:

AGCO CVT Ford M2C-159-B, 30, 40 series

Claas CVT John Deere JDM J27

Fendt Vario : MF M1139, M1144, MF1145

**Check owner's manual before use. ZE TE-ML-OBAB.C.D. O7B
4 — Smurolia - Drattarvélar 15W/40 EEE S.T.O.U
/ v \ Motorolia og Giroli: Heiti Vorunumer
“ N Fyrir blautbremsur og fleira.
-’ S.T.O.U 15W/40 EEE 20 LTR 044 890743

Performance levels

1SO L-E/C/H

API: CF-4, CE/SF

APl GL-4

Allison C3, C4

Caterpillar TO-2

Ford M2C 1598, C

Ford M2C B6B, C, 134 D,

Ford NH 82009201, 2. 3

J.| Case/Case Int: M3-1204,6, 7.9
CNH MAT 3525, 3526

John Deere JOM J27, J20C, J20D
MF M1139, M1144, M1145

ZF TE-ML 064, B. C, R, 07B

ADBLUE fyrir Folksbila og flei

— Heuiti Vorunumer
ADBLUE 4,7 litra 106.05
ADBLUE 10 litra brasi med barka/stat 106.1
ADBLUE 200 litra plasttunna 105.3
ADBLUE 1000 litra kar 104
M/ZELIR FYRIR AdBlue 066 AK4125
Heuiti Vorunumer

Tunnudeaela 12V/230V fyrir Adblue 066 TP6818

Adblue deela, 12V fyrir tunnur og kdér 42912
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@ Kemi

A Drattarvélar - Girolia-Glussi fyrir blautbremsur 40w
lRle Ma ekki fara & métorinn. Heiti Vorunimer
Glussi Tractor Hydraulic fjélnota olia  F0020426
3,78 Itr
Glussi Tractor Hydraulic fjélnota olia  FO086140

Specifications

Meets requirements of: Meets requirements of:

18,9 Itr

AGCO B21XL John Deere J20A
Allisom C2, C3 John Deere 1208
Allison C4 lohn Deere 120C
APl GL-4 John Deere 1200

Caterpillar TO-2

John Deere J14A-C

CNH MAT 3505

John Deere ITD 303

CMNH MAT 3510

John Deere 1214

CMNH MAT 3525

Kioti

CMNH MAT 3526

Komatsu KES 07366, AXOED

Dennison HF-0.HF-1, HF-2
[except demulsibility)

Komatsu-Dresser BOG.0002

Deutz-Allis Power Fluid 821XL, 25741, Kubota LOT
25743, 246634, 272843 Ll
Dresser MF M1110

Fiat Heston AF-87

MF 1127, 1127 ARB

Ford ESN-M2C-86 A-C

MF M1129, M1129A (Permatran)

Ford FNHA-2-C-200

MF M1135 (Permatran [}

Ford FNHA-2-C-201

MF M11338

Ford M2CA-C

MF M11328 {STOU) {UTTC Only)

Ford ESN-M2C134A-D (NH-401EB])

MF M1141

Ford ESN-M2C-77A

MF M1143

Ford ESN-M2CE6A, B, & C

MF M1144 [STOU} {UTTO Only)

Ford ESN-M2C-41, 41AE B, E 43

MF M1145

Ford ESN-M2C-48B & C

Ford ESN-M2C53 A & B

Parker [Denison UTTO) HF-0, HF-1,
HF-2

Ford ESN-M2C-1424

Ouatrol

Ford ESN-M2C-143

Renk-Doromat 87.3 £ 874A/B

Ford ESN-M2C-924

Saver Sunstrand/Danfoss B Hydro Statig
Trams Fluid

Ford ESN-M2C-159 A-C

Industry of Machinery and Tractors (IMT)

Sperry Vickers/Eaton |-2865 Industrial
Hydraulics

International Harvester Hy-Tran B-&6

Sperry Vickers/Eaton M29505 Mobil
Hydraulics

Japanese Construction Mechanization
Association (JCMAS), HK P-041 & P-042

Steiger HTF (SEMS 17001)

1l Case MS5-143, 144, 145 International
Farmaill (TCH Fluid}

Valmet

Valtractores

JI Case M5-185 (TFD Fluid)

Versatile Gear & Hydr Trans Fluid

1l Case MS1204-1205 |(Powergard PFT)

Vickers 35W025

1l Case M51206 (Powergard PFT]

Jl Case M51207

Volvo WEB101 (VCE97303), except for
motor grader rear axle

1l Case MS12049 (HyTran Ukra or
MultiTram)

Violvo WCE 1273.03

‘Wt brake applications

JI Case M51210

Jl Case M5-1216

Jl Case M5-1230 (Poclain Equipment)

White/Minneapolis-Moline/Oliver/ New
Idea 55, 5], O-1705, 0-1722, O-1766, O-
17668, O-1802, OQ-1826

JI Case M5-1317

Yanmar

23M B 24M

Irving Premium Tractor Hydraulic Fluid
is a year-round, multi-grade product
formulated for use in transmissions, final-
drives, wet brakes and any farm tractors or
construction eqguipment that wuses a
common fluid reservoir.

Irving Premium Tractor Hydraulic Fluid’s
characteristics are unigue. One  fluid
lubricates the transmission, final drive,
actuate hydraulic type disc brakes and
services operation to power steering units,

power take-offs, implements and
attachments.
Typical Results

THF Al THF 3
Test Method Season Season
COLOUR (D1500) 20 210
hDgE‘IEJSITY @ 15°C (D4052), 0.7 0.86
WVISCOSITY (Dd4.5)
oSt @ 40 *°C 40 505
c5t §@ 100 *C 9.5 o8
WISCOSITY INDEX (D270} 233 1489
POUR POINT (DO7), =C -42 -36
FLASH POIMT (DO3), "C 184 212
TOTAL BASE MUMBER 7.0 0.4
(D28:06), mglOHIg - -
USEFUL OPERATING
TEMP. *C, MIMMAX -1 -8
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o ToTAaL

@ ToTAat

Drattarvélar - Girolia-Glussi fyrir blautbremsur 41W - 93W

Heiti Vérunamer

Dynatrans ACX 10W TO-4 207424
20 Itr

Dynatrans ACX 10W TO-4 207423
208 Itr

Dynatrans ACX 30 TC 207445
20 Itr

Lubricant for hydraulic systems and transmission components (axles or gearboxes) equipped with
specific brake friction discs

Meaets the requirements of

CATERPILLAR TO-4
CATERPILLAR HYDO Advanced 10
ALLISON TES 439
ALLISON C4 (Obsolete)
KOMATSU Micro Clutch test
(JCMAS)

CATERPILLAR TO-4
CATERPILLAR HYDO Advanced
30 ALLISON TES 439
ALLISON C4 (Obsolete)
KOMATSU Micro Clutch test
(JCMAS)

DYNATRANS ACX 10W DYNATRANS ACX 30 DYNATRANS ACX 50
ZF TE ML 03C
Manufacturer Approvals ZF TE ML 03C ZF TE ML O7F
API GL-4 / CF API GL-4 / CF

APl GL-4 / CF
CATERPILLAR TO-4
KOMATSU Micro Clutch test
[JCMAS)

Suitable in Transmissions

DAMNA, EATON-FULLER,
ROCKWELL, JCB, atc._.

DANA, EATON-FULLER,
ROCKWELL, JCB, atc__.

DAMA, EATON-FULLER,
ROCKWELL, JCB, etc. ..

TOTAL DYNATRANS ACX 10W, 30 & 50 are adapted to hydraulic systems, Powershift gearboxes, axles and final drives
when the manufacturer recommends a fluid meeting CAT TO-4 or one of the above-mentioned specifications.

TOTAL DYNATRANS ACX is recommended for Mining, Earthmoving and Construction machinery applications.

SAE 10W grade is mainly used in hydraulic systems
SAE 30 grade is mainly used in Powershift gearboxes
SAE 50 grade is mainly used in axles and final drives

TOTAL DYNATRANS ACX 10W and 30 should be used in replacement of CATERPILLAR HYDO Advanced 10, 20 and 30, with a
drain interval extension up to 3000 working hours and more, within regular oil analysis.

oxidation resistance at high temperature together with a draining interval extension

Summer

Excellent anti-wear and anticormosion properties. increasing the durability of the lubricated organs
Good performance with respect to seals, without aggressiveneass to the pipes
The 10W grade has a very fast air-release time and a good filterability, avoiding any cavitation risks in hydraulic pumps
Friction properties suitable to the types of CATERPILLAR, KOMATSLU and other Construction & Mining machinery
Very shear stable viscosities preserving the hydraulic pumps volumetric efficiency

Very fluid at low temperatures, they are immediately active when starting by cold climate
Formulated with selected base oils associated to a recently developed chemistry, they provide to the end user, a better

Emulsifying, they fully keep condensation water in emulsion and avoid any pump breaks in Winter or rapid degradation in

TOTAL DYNATRANS ACX Method 10w 30 50

Kinematic Viscosity at 40°C mm?=/s ASTM D445 41 a3 195
Kinematic Viscosity at 100°C mm?/s ASTM D445 6.6 11.2 18.4
Viscosity Index - ASTM D2270 118 107 104
Pour Point *C ASTM DAT -36 -30 -21

Zinc content (min) ppm ICP 900 900 Q00
Oxidation stability h ASTM D943 = 5000 = 5000
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o - Drattarvélar - Girolia fyrir blautbremsur 64W
Ma ekki fara @ motorinn. Heiti Vérunamer
Dynatrans MPV GL-4 154242
20 Itr
Dynatrans MPV GL-4 154240
208 Itr

L
Lubricant for transmissions with oil immersed brakes and hydraulic sysfems used in agricultural tracfors
and Public Works or handling equipment.

SPECIFICATIONS AND APPROVALS

International specifications APl GL-4
Manufacturer's approvals Meets the requirements of the specifications :
¥  MASSEY F. CMS M1145/M1143 ¥  JOHN DEERE JDM J20C
¥ WVALTRA G2-08 ¥  FORD M2C 134D / FNHA 2C 201.00
¥ WOLVO CE WB101 ¥ Mc CORMICK HTX
¥  ZF TE ML 03E/ 03L/ O5F/ 0P/ 17ES 21F ¥  CLAAS | RENAULT AGRICULTURE

Suitable when the following specifications/products
are recommended :

MASSEY F. CMS M1141/M1135

CASE MS 1206 /1207 /1209

NEW HOLLAND NH 410B / NH 410C

CNH MAT 3505 /[ 3509 / 3525 [ 3526 [ 3540

KUBOTA UDT

KOMATSU AXO 80

AGCOS Allis 821 XL

APPLICATIONS

R N

TOTAL DYNATRANS MPW has been especially developed for transmissions with wet brakes requiring an API GL-4 lubricant with
a 10W-30 or 80W viscosity grade, in both Off-Road and On-Road vehicles.

This lubricant is also perfectly adapted to automatic transmissions, torque converters and hydrostatic transmissions and more
generally to any transmissions requiring an UTTO (Universal Tractor Transmissions Oil) lubricant.

TOTAL DYMNATRANS MPY is also designed o lubricale hydraulic systems, power-assisted steering and power-take-offs (PTO)
with wet clutches.

PERFORMANCES AND CUSTOMER BENEFITS

TOTAL DYNATRANS MPV is adapted to a wide range of agricultural and Public Works equipment and helps to reduce the stock
and the number of lubricants.

This lubricants shows excellent low temperature performances (protects friction brakes against sticking) and high temperature
performances (protects against judder or excessive slip).

TOTAL DYNATRANS MPY has very good extreme pressure and anti-wear properties giving optimum protection of gears and
hydraulic components.

PHYSICAL AND CHEMICAL CHARACTERISTICS”

TOTAL DYNATRANS MPV Method Value
Kinematic Viscosity at 40°C mm?/s ASTM D445 64
Kinematic Viscosity at 100°C mm?/s ASTM D445 10.4
Viscosity Index - ASTM D2270 150
Pour Point *C ASTM DIT -39
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Drattarvélar - Girolia fyrir blautbremsur 80w

v * Ma ekki fara & moétorinn.

Valvaline.

UNITRAC) &
| 25

Heiti Vorunamer
UNITRAC 80W 5 L 044 882126
UNITRAC 80W 20 LTR 044 17106
UNITRAC 80W 208 LTR 044 17118

O0.E.M. Approvals

ZF TE-ML 03E, 05F, 06D, 06K, 06N,
06R, 17E, 21F (ZF002041

APl GL-4

Allison C3, C4

Case MAT 3505

CNH MAT 3540*

Ford M2C-134 A/B/C/D, M2C-86B/C

Ford/Mew Holland FNHA-2-C-200.00

(hydraulic oil 134)

Ford/MewHolland FNHA-2-C-201.00

(M2C-134D).

John Deere J20 A/B/C, J14B/C,

J21A

Komatsu

Kubota UDT

Massey Ferguson M-1135, M-1141,

M-1143, M-1145

Steiger SEMS 17001

Versatile 23M, 24M

Volvo 97 303 (WB101)

White Farm (AGCQO) Q-186

SAE Viscosity Grade sow
{10W-30)

Viscosity, mm</s @ 100 °C. 10,0

ASTM D-445

Viscosity, mm</s @ 40 °C. 63

ASTM D-445

Viscosity Index 143

ASTM D-2270

TEN, mg KOH/g 9.0

ASTM D-2896

TAN, mg KOH/g 2.0

ASTM D-664

Pour Point, °C 42

ASTM D-5949

Specific Gravity @ 15.6°C. 0,876

ASTM D-4052

Flash Point, COC, *C. 220

ASTM D-92
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/ P Girolia - Folksbilar og fleiri. 75W
f \ Heuiti Vorunamer
{ v }‘ -+ f
Valvaoline. 1R | |
‘ GIROLIA 75W 1 LTR 044 908809
GIROLIA 75W 20 LTR 044 886572
Valvoline APl GL-4, GL-3
. 3 BMW MTF LT-3
75W 3 FIAT 9.55550-MZ1, MZ6, MZ7
: Ford WSS-M2C186-A
Ford WSS-M2C200-D2

Lt
B
EainL

GM 1940004/19259104 (BOT 303)
GM 1940764, 1940182, 1940768
NISSAN MT-XZ, MT-XZ TL (JR Type)
Renault DC4 DW5 (6DCT 250 dry DCT)
VW G 052 171, G 052 178

VW G 052 527 A2

VW G 052 726, G 055 726

VW G 060 726, VW G 070 726 A2

75W GL-4
Heiti Vérunimer
Girolia 75W Tranself NFX EKF C 223519
1ltr
Girolia 75W Tranself NFX £ 223530
5 ltr
Girolia 75W Tranself NFX EKF C 223503
20 ltr
APPROVALS
Specifications API GL-4
Manufacturers’ approval Officially approved and recommended by Renault-Missan-Mitsubighi for Sx, Jxx, TLx, NDx, NDk1, Pxx, DBEx
gearboxes
/ N— Girolia - Folksbilar og fleiri. 75W/80 GL-4
/ ~ Heiti Voérunimer
[ ) ,
Valvoline. ; .
~ GIROLIA 75W/80 GL-4 1 LTR 044 908724
GIROLIA 75W/80 GL-4 20 | 044 866896
s APl GL-4, GL-3
e TRANSELF NFJ, NFP, TRJ, NFP, NFX,
TRT, TRZ, TRP, TRX
BNMW MTF LT-2
Fiat 9.55550-MZ21
Fiat 9.55550-MZ26
Fiat 9.55550-MZ27
HOMDA MTF, MTF-Il, MTF-lII, MTF 94
NISSAN MT-XZ
NISSAN MT-XZ TL (JR Type)
PSA B71 2330
Volvo 97 308, 97309
VW G 50, G009 317, G052 512
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Girolia - Folksbilar og fleiri. 75W/80 GL-4
Heuiti Vorunamer

‘ 4 Girolia 75W-80 Tranself NF 213974
! o 1 ltr
| (err® | Girolia 75W-80 Tranself NF 195576
; .~F7P5w-ao 51tr
: . Girolia 75W-80 Tranself NF 158488

20 ltr

APPROVALS
Specifications Satisfies the intemational APl GL-4 specification..
Manufacturers’ approval Officially approved and recommended by RENAULT for gearboxes JXX, TL4 and NDX.

Girolia - Folksbilar og fleiri. 75W/80 GL-4
Heiti Vorunamer

Girolia 75W-80 Tranself NFJ 20L 158482
20 ltr

APPROVALS
Specifications Satisfies the intermational API GL-4 specification..
Manufacturers’ approval Officially approved and recommended by RENAULT for gearboxes JXX, TL4 and NDX.
Girolia - Folksbilar og fleiri. 75W/80 GL-4
ToTAL . " .
Heiti Vorunumer

Girolia 75W-80 Traxium Gear 8 1L 214082
1 Itr

Girolia 75W-80 Traxium Gear 8 20L 214099
20 ltr

75W-80 1

KEY DATA
MANUAL TRANSMISSION OIL * APl GL-4
SAE 75W-80 MANUFACTURER APPROVALS

*  PSA PEUGEOT CITROEN BT1 2330
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Girolia - Voérubilar og fleiri.

Q ToTAL

MANUAL TRANSMISSION OIL
SAE 75W-80
FUEL ECONOMY

75W/80 GL-4

Heuiti Vorunimer

Girolia 75W-80 Traxium Gear 8 FE
20 ltr

214084

INTERNATIONAL STANDARDS
e APIGL4

MANUFACTURER APPROVALS®
- MAN 341 type E-3/Z-4

ZF TE-ML O1L. O2L, 16K

VOLVO 97307

DAF

IVECO MGSH1

* Please refer to car owner's manual

Girolia - Vorubilar og fleiri.
QTOTAL froli ubi g fleiri

75W/80 GL-4

Heiti Vorunimer

Girolia 75W-80 Traxium Gear 9 FE
20 ltr

214138

FUEL
ECONOMY

INTERNATIONAL STANDARDS
API GL-4

MANUFACTURER APPROVALS

ZF TE-ML O1E/ O2E/ 16P

VOITH CLASS C

VOLVO 97307

MAN 341 type Z5

MAN 341 type VR
< Mercedes-Benz Trucks: DTFR 13D120 (235.29)
< IVECO MGS2

N Girolia - Vorubilar og fleiri.

O.E.M. approvals

MAN 341 Z-4
ZF TE-ML 01L, 02L, 16K

HD75W/8C GL-4

Heiti Vorunumer

GIROLIA HD PRO 75W/80 LD 1 LTR 044 868210

AP GL-4

DAF*™

Eaton*

Iveco*

MAM 341 E-3

Renault* (in accordance with Renault
note technique BOO32/2 Annex 3
ZF TE-ML 08,13

Volvo 97305, 97307

Suiteble for use with ZF-Intarders
*Check owner's manual before use
“*Pending
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P il Girolia - Folksbilar og fleiri. 75W/90 GL-5
/ Heiti Vorunamer
'a
Valvaoline. B ;
GIROLIA 75W/90 "AXLE OIL" 1 Ltr 044 908723
GIROLIA 75W/90 "AXLE OIL" 20 Ltr 044 866901

Performance levels

APl GL-5

ZF TE-ML 08

GIROLIA 75W/90 "AXLE LS" 1 044 908725
LIMITED SLIP OLIA

GIROLIA 75W/90 "AXLE LS" 20 Ltr 044 866905

LIMITED SLIP OLIA

Peformance levels

APl GL-5
ZF TE-ML 08
4 75W/90 GL-4 - GL-5
i ‘ Heiti Voérundmer
(W) __
Valvoline. ] ) Full synthetic
- i GIROLIA TDL 75W-90 1L 044 908799
79W-90 GIROLIA TDL 75W-90 20L 044 879868

Renault DC4 DW5 (6DCT 250 dry
API GL-4, GL-5, MT-1 DCT)
BMW MTF LT-4 SAAB MTF 0063
Dexron MTF LT-4 Volvo 97309
Fiat 9.5550-MZ24 VW 501.50
Ford M2C-200-B, C VW G 052 145
Ford M2C-201-A VW G 052 911
Ford N052145 WVX00 VW G 50
GM 89021807 ZF TE-ML 02B, 0TA

MB 235.72

MB 235.8

Porsche 999.917.067.00

y 4 —-
a'a

Valvoline.

- - 4

Girolia - Vorubilar-Vinnuvélar-Foélksbilar

75W/90 GL-4 - GL-5
Heiti Voérunamer
Full synthetic
GIROLIA TDL PRO 75W-90 1 LTR 044 868211
GIROLIA TDL PRO 75W-90 20 LTR 044 866932
N
API: GL-4, GL-5, MT-1 ~—

Arvin Meritor Axles 0-76-N
Mack GO-J

MAN 341 type E3 (Eaton)
MAN 342 type M3
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Girolia - Vorubilar-Vinnuvélar-Félksbilar 75W/90 GL-4 - GL-5
Heiti Vorunimer

Girolia 75W-90 Tranself SYN FE 20L 130089
20 ltr

Girolia 75W-90 Tranself SYN FE 60L 103000
60 ltr

&,

APPROVALS
Specifications APl GL-4 / GL-5
APl MT-1
Manufacturers’ approval MAN 341 TYP E3, 22

MAN 342 TYP 31

MB-Approval 235.8

ZF TE-ML 02B, 058, 120, 12N, 16F. 17B. 18C, 21B
VOLVO 97312

SCANIA STO 1.0

Meets the requirements of Satisfies the requirements of van and truck manufacturers who require or allow a grade 75W-90 lubricant for
their gearboxes and axles | DAF (first fill axle), WECO, MACK, VOLVO, AUDI, VW
SAE J2360 PRI GL 0432, MIL-PRF-2105 E, MIL-L 2105 D

@ Girolia - Vorubilar-Vinnuvélar 75W/90 GL-4 - GL-5
TOTAL " .,
Heiti Voérunumer

Girolia 75W-90 Traxium Dual 9 FE 1L 214145

1ltr

Girolia 75W-90 Traxium Dual 9 FE 214146
20 ltr

Girolia 75W-90 Traxium Dual 9 FE 214148
208 Itr

KEY DATA

INTERNATIONAL STANDARDS
HIGH PERFORMANCE SYNTHETIC OIL

e APIGL4
FOR GEARS e APIGL-5
SAE 75W-90 e APIMT-1
e SAE J2360
FUEL ECONOMY e MIL-PRF 2105 E and MIL-L 2105 D

MANUFACTURER APPROVALS'

MB-Approval 235.8

MAN 341 type Z-2

MAN 342 type S-1

SCANIA STO 1:0 (meet the requirement of)
SCANIASTO 1:1 G

SCANIA STO 2.0 AFS

VOLVO 97312 / MACK GO-J Plus

ZF TE-ML 02B, 05A, 12L, 12N, 16F, 17B. 19C, 21A
MERITOR 076-N

DAF

IVECO RAS1

@ S
- ECONOMY

! Piease refer to car owner's manual

40




1; » i
Z'Kemi | POULSEN S

4 — Girolia - Folksbilar og fl. 75W/140
/ Heiti Vérunamer
‘ ) .
\ M - Full synthetic

GIROLIA LS 75W/140 1 LTR 102 VVv982

API, GL-4, GL-5

Extreme high/low temperature protection

75W/140 GL-5
Heiti Vorunamer

GIROLIA 75W-140 TRANSELF SYN FR13871
1LTR.

APPROVALS

Specifications APl GL-5
Manufacturers’ approval SCANIA @ STO 1.0 (gearboxes, high mileage)

e Girolia - Voérubilar og fl. 75W14( GL-5
; Heiti Vorunamer

GIROLIA HD AXEL 75W/140 20LTR 044 879813

Performance levels
APIl: GL-5, MT-1
ScaniaSTO 1:0
Q Girolia - Vérubilar og fl. 75W14(
TOoTAL . .
Heiti Vorunumer

Girolia 75W-140 Traxium Axle 8 FE = 214133
60 Itr

LLELL X : ' © INTERNATIONAL STANDARDS

SYNTHETIC OIL FOR GEARS St sl
| SAE 75W-140 e MIL-L-2105D
| FUEL ECONOMY

MANUFACTURER APPROVALS!
« SCANIA STO 1:0

e
1| | =©=|I= e
ECONOMY

" Please refer to car owner's manual
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Q ToTAL Girolia - Folksbilar og fl. 80W/85 GL-4
Heuiti Vorunamer
Girolia 80W-85 Traxium Gear 7 201275

. -

INTERNATIONAL STANDARDS
- APIGL-4

GEAR OIL
| SAE s80W-85

MANUFACTURER APPROVALS!?

. MB-approval 235.1
e ZF TE-ML 17A

* Please refer 10 car owner's manual

Girolia - Vorubilar-Vinnuvélar-Foélksbilar 80W/90 GL-5

y ,’A'
/ \ Heuiti Vorunumer
(N ) s

Valvaoline.
7

GIROLIA HD 80W/90 1 LTR GL-5 044 908736
GIROLIA HD 80W/90 5 LTR GL-5 044 908728
GIROLIA HD 80W/90 20 LTR GL-5 044 866945
GIROLIA HD 80W/90 208 LTR GL-5 044 866946

Performance levels

API: GL-5
ZF TE-ML O7A, 08

Q Girolia - Vorubilar-Vinnuvélar-Folksbilar 80W/90 GL-5
ToTA L . .,
Fyrir drifoxla. Heiti Voérunimer
Girolia 80W-90 Traxium Axle 7 214086
1 ltr
Girolia 80W-90 Transmission Axl 214088
20 ltr
i ~ Girolia 80W-90 Transmission Axl 214090
208 Itr
KEY DATA
INTERNATIONAL STANDARDS
MINERAL GEAR OIL ¥ APl GL-§
SAE B0W-90 MANUFACTURER APPROVALS

+  ZF TE-ML 12E, 17B, 19B
+ MAN 342 type M-1
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P ik Girolia - Voérubilar-Vinnuvélar-Folksbilar 80W/90 GL-5LS
v ‘y Heiti Fyrir leest drif Vorunumer
Valvaline. :—ﬁi . B
— / GIROLIA HD PRO LS 80W/90 1 LTR 044 868209
‘ GIROLIA HD PRO LS 80W/90 2C 044 866925
p_4
Q S Girolia - Folksbilar og fl. 80W/90 GL-5LS
Heiti Fyrir laest drif Vérunimer
Girolia 80W-90 Dynatrans LSD 229056
20 Itr
Girolia 80W-90 Dynatrans DA LS 154941
208 Itr
A Girolia - Folksbilar og fl. 80W/90 GL-5LS
IRVING Heiti Fyrir laest drif Vorunumer
~
Girolia 80W-90 HDH LS F0005426
3,78 Itr
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